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REASON FOR PROPOSAL .

'PILOT I8 UNCOMFORTABLY HOT DURING THE COCKPIT TIME FRIOR TO TAKEDFF- -
- © . PARTICULARLY IN HOT HUMID CLIMATE. mscmmmnkm
¢ VENT ELOWER, USED IN CORTUNCTION WITH REFRIGERATED ATR PUMPED INTO -

.-

ESTIMATED COST AND TIME INVOLVED :
ADDITIONAL FUNDING REQUIRED ¢ _
| | ESTIMATED COST FOR KITS OR PARTS :
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- “An 18 inch hose w:ﬂ.'l. be installed on the blowet with e ﬁt’ting to engage
“the 55B3536 disconnect on the suit. The pull awa.y force to separate s

' ,neceasary ;}.ntmonnecting wiring

;_Spares rcwired to be ordez‘ed on nqpotfmrchase Order req,uest.' |

"mmzozﬂ'mopom

Insta.u & suit blover in the cock'pit on the Bystem 1 recordem cover. This
space 1s also assigned to the BLUOO Rate Meter (8/B T2l)irequiring removal

- of the blower on missions requiring the rate meter. The blower end B4OO .

rate meter will use a common mounting reck furnished with 8/B 724 and
attached pemnently to the recorder cover, which allows quick removel

- of either unit by two snap-siide fasteners. The suit blower, Fed. Stock -

No. hlho-sho-osrf, will be GFE.

A 10 bo 12 inch long hose on the right-hand slde of the pressure suit
will be required. The hose must be terminated with a USAF P/N 55B3536
disconnect coupling. It is the contractors wnderstanding that the

‘sult modification will be negotiated directly between the customer and

sult menufacturer and therefore this modification, including the 5533536
coupling, is not & portion of this ECP, . .

the rittings will not exceed 10 pounds.

Install suit blower ON-OFF switch on the pilots L.H. amd.lia.ry svitch
panel a.d,ja.cen‘b to the slipper pump switch. o

Install & 1OA cireuit bresker in the Q-Bay circuit breaker panel'" Iustall LT

Prepare and 1ssue Service Bulletin and fabricate kits for feld insta.'lla:bion.
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